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NOTE:
1.SMA MALE CRIMP
CENTER PIN GOLD PLATING 15u THICK OVER NICKEL STRIKE
BODY NICKEL PLATING 80u THICK OVER NICKEL STRIKE
BRASS AND PTFE PER SGS
PTFE : TOMBO No0.9002 Ya g W e A g Wt P sl ) THRAI\ AT A
COPPER PARTS AUTOMATIC ONC. MANUFACTURING . 83 h b t - ! t
2. TEWALE SULERD o st rolii re-circulating
BODY GOLD PLATING 3p THICK OVER NICKEL STRIKE
BRASS PER SGS MR R MR AN Dt
PTFE : TOMBO No0.9002
FINISH PLATING THICKNESS IN MICRO-INCHES
COPPER PARTS AUTOMATIC CNC/lggNUFACTURING
3.LOW LOSS 400A COAXIAL CABLE
ATTENUATION : 0.061dB/ft@1575MHz 0.086dB/ft@3000MHz 0.125dB/{@6000MHz L c ﬂ_ Ij I S
CONDUCTOR : COPPER CLAD ALUMNIUM/@2.74mm
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SHIELD : TINNED COPPER WARE/16*6*0.12 67% COVERAGE
JACKET : PE/©10.29mm / mm/ g COMPLIANT SMA1001-SMA1012
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